
FEATURES - 

* Low Co$t * LED Light Sources 

# . 350 Choroctaiv'McoiKl * HamwHcally Saolad Phototramistan 

* R«adi 5,6,7, and 8 L«v*l Top* • Eidrainly QwM Oparation 

* fm FoM Bnc Avalkibla * No Adjutlment NMMiary 

* Eoilly Intatfocad lo CMOS or TTL Logic 

Tlw Atedal 640 Paper Tape Reader it Itie newest addfHon Id the Addnnasler 

line of quality, lowcost peripheral equipment. The Reader provides high speed 
low cost data loading wherever "stop on character" operation Is not needed. 
Available in three configurations: 

Model 640-1 Schmitt triggered amplifiers with TTLcompatible low powered Schottky drivers. 
Medal 640-2 Schmitt triggered CMOS data omplifien 

Medal 640. 3 No elacbenlct. Outputs ore direct from photolramlstors with factory selected 
emitter reslttert. 
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OPTICS 



The paper tape is illuminated from above by an array of light 
emitting diodes. These are infrared LED's, consequently, the 

light is not visible to the eye. Holes In the tope ore sensed 
when the light passes through the holes and into the phototran- 
sistor array. The resulting photo-current is amplified to pro- 
vide the data output. 



TAPE DRIVE 

The reader sprocket is belt driven by a diaded pole AC motor. 

The belt is toothed, providing positive, no-slip tape motion, 
and extremely quiet operation. The tape is laterally position- 
ed by the sprocket and on edge guide which may be easily set 
for 5, 6, 7, or 8 level tape. 



ELECTRONICS 

Phototronsistor emitter resistors Rl through R9 are factory select- 
ed to normalize the voltage swing of each channel. ICI and IC2 

ore 74CI4 Schmitt Trigger Circuits. These drive IC3 and IC4 
(74LS04) which provide the TTL compatible outputs ("bit i" 
through "bit 8" and "SPKT"). 

Data may be read using the sprocket output, "SPKT", as a 
strobe, or the "Data Available" line can be monitored to in- 
dicate when a character is ready to be read. "If "Data Avail- 
able" is used, it must be reset external ly at pin 11. 
(see timing diagram) 

Connections at board edge mate with Mo lex 09-01-1151 con- 
nector and 08-06-0105 pins, (supplied) or equivalent. 



MODEL 640 SCHEMATIC 



NOTE -UNUS$ OTMCHWIK SPCGinCO 

). ALL ReSISTORS MW 9% (SELECTCO IN TEST) 

2. XCI AND IC2 ME MCI4 

S. XC3 MO ICO ARE r4LS04 

4. mxtm LEAD TO T8I-2 (BLK) fOR 2»-e«0V 

9. imDR LEAD TO TBI-4 (ELK) KM EgO-e40V 

«. TBI SHOMN AS MEWEO mOM MEAD OT READER 

7. @ SOLDER PAD ON PCB 

8. 0 TEST POINT ON PCB 



I 



+ 5V (WHT) 



7\ BIT I WW) 
BIT2 ItPl 



7 ^ BIT 3 (OBG) 
I BIT 4 <TELl 



S BITS WWW) 



< BIT 6 (BLU) 

O, 7 ^ BIT 7 (VIO) 



7 X BITS WAY) 



LA. 



SPKT HUM} 



LED-f 



+ 6v 



-J- CI 
Rl f 2.2UF 
2SV 



R2 



MOOCL MO-I a MODEL 640- 1 
S40-Z ONLY ONLY 



->K) 



BIT 3 




BIT I 



BITS 



■>2 



R9 I 



_.oourj 



I 



~ RK) 



Rll 

— ■VW 
OOa. 



J-cz 

2.ZUF 25V 



AC LIVE 



oo 



7^ 



^8 



.LEO- 



k 12 VOLT 
LED + V , I TOTAL 



<RI2 ICS 
>IOK "74 



MODEL 640-J 
ONLY 



4 (WHT) 



OAT* 

AAILABLE 

>I2 



dsvrnCH I I \ '^ 11 



SCHEMATIC DIAGRAM 



TAP or DRILL FOR— v 
6-32 SCREW « PLACES '^r 




TIMING 



Model 640-1 
Sproelwt Output 



Sprockat Hole 



Data Hole 




Model 640-3 
Sprocket Output 

Bits 1-8 Output 



SPECIFICATIONS 



POWER 



Motor: 115 VAC +10% 50/60 HZ 
( 220/240'VAC ovolkiUA) 
0.15 AMP MAXIMUM 



LED'st 
Vcc. 



A. 



12 VDC-)-5%@60MA 



TAPE 



+ 5 VDC t 5 % 
640-1 requires 20 MA 
640-2 requires 10 MA 
640<d requires 10 MA 

Any standard tape whose 
opacity is at least 50 % 
fm fold or strip. 



TEMPERATURE 



Stance -25° C to +80 C 
OperoHiv Or C to +45^ C 

ABDM 
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